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FO 2-SARDSPPHI 34-007 . GL: 72.80
SHEET 8 QF 12 SY5: MWLP SRE HYD
SERYICE
NOV 2 b 1395

Critical Item: Filter { 3eal

Find Number: AlQLZTE

Criticality Category: 1

Redundancy Screen: A- NA B- b4 L~ NA

SAA MNe:  09PPm13&-001 System/prea: MLP SR Hydrazine
Service/LOA

HAZA PMls;  577-0150/

Fart Ho: 22RQ1605 Name: Cart Rssembly

MEa/f Wintec Drawing/  79K15500/1

Part Ho: 15241-713-1 Sneet ho:  FER4QOS0/L

Function: Provige final filtration to ensure JCD specified cleantingss evel
of hyd-azine fuel before entering the SRB APY fyel service module.

Critizal Failure Made/FM Ha: Pass contaminants/09PPM134-001. 0

Failure Causes: Structural faiure of f11ter element.

Failure Tffect: Poszible contaminaticn of tas SR APU system ant possioly

dacaging one APU resulting in Tess of 1ife and/for vehicle. inis “ailure is
roT getectacle,
Breeptance Rationale

Tesign:

o This component was designed in eccordance with NASA [M3IFC)
specitication 2ZA0L605.

o This filter is used witnin the design specificatian,
Specification Upersting

Operating prassurs (F3IIG) 0=3000 12 {Homingl

Flow rate [GFM) 1 .5

Gperating temperature [°FY 35" To 250° Ambient

Element Collapse Pressure (P3ID) 1200 -

o0 Tnis filter rating 15 18 micron (absclute)-

¢ The system Ras an 18 micran upstirean filter.

o Tnis filtzr elament is constructed of type FudL stainless sieel wiven
wire wmesh, the filier jacket is type 304 szainless stee’,
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E0 2-SRATGPPH134-001 £o3-> 33-001
SHEET 9§ DF 13 oot T .
S¥3:  MLP SRB HYD .

SERYICE
NOV 2 g 1995

Filter AlQl27%5 (Continuec)

DPezsign: (Cont}

a This filter 12 & fingl filter in the hydrzzine inout ~ine whigh 11
usad to vill the APY fuel seryice module. The filter as insrallez
sees only fluic that is withis the system that has been filtered
whrough an upstreamr 18 micron Filter.

Tast:

9 [(ualification and acceptance testing wis in accordance with the
rezuirements of WASA {M3FL) component tpecification PZAJ1A0S.
ACCeptance testing included the following:

- Preaf - Leak - Filtraticn
© MRS File Y1 reguires recertification or reclecement on an 2nnual
hazis or when contamination 1s suspected.

& Sempling requirements are perforned in accordance with CvI-52032, .
Irspection:
tanrfacture specific inspection points were:

1. Fiiter tested for zero feakage, testing agent was GNZ.

2. Filter assemhly tested by bubble poirt methos of BAE ARF 901, to
determing pore size.

Failure History:

o The PRACA data base was gueried and no failare data was ratriewved
adainst this component.

a The GIDEP failure data irterchange system has been researched and no
Failures of tais componeat were found.

Lperationa. Use:

¢ Corrective Action: HNone

o Time Frame: #/A
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